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MIYABI CASA

WALL TILES
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WALL TILES MADE IN SYNTHETIC AND GENUINE LEATHERS

INNOVATIVE CONTINUOUS SURFACES

WIDE RANGE OF SHAPES, PATTERNS & MATERIALS

DIFFERENT FINISHINGS

CUSTOMIZED DESIGNS

RESIDENTIAL & CONTRACT SOLUTIONS

ADVICE, ASSISTANCE & PROJECT PLANNING

INNOVATION & KNOW HOW

PERFECT BLEND OF STYLE & FUNCTION

QUALITY, UNIQUENESS & TAILORING

JUST-IN-TIME PRODUCTION

ATTENTION TO DETAILS

AESTHETIC SOLUTIONS WITH EASY INSTALLATION

SUITABLE FOR APPLICATION ON WALLS, CEILINGS OR FURNITURE

MADE BY HAND | SPANISH PRODUCT




Organic Collection

Essential Collection

Finishings
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PATTERN: CAPRI

PATTERN: CHIOS




PATTERN: CITERA

PATTERN: ISCHIA
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PATTERN: CRETA




PATTERN: DJERBA

PATTERN: IBIZA




PATTERN:
FORMENTERA
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PATTERN: SERIFOS
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PATTERN: ITACA
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PATTERN: MYKONOS

PATTERN: NAXOS
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PATTERN: PAPILLION

PATTERN: URBAN
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PATTERN: SENSE

PATTERN: ICON




PATTERN: CODE

PATTERN: PAPILLION




PATTERN: PURE
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PATTERN: PURE

PATTERN: MAXIME




PATTERN: DELIRIUM
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PATTERN: TRINITY
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PATTERN: TRINITY




PATTERN: SYMPHONY

PATTERN: OLYMPIA




Y ) s

‘l" '
.. »‘ A |

-
PATTERN: PARALLEL | S Bl

J

P

PATTERN: DECADENCE

I Jais
T S
N g Lo

g
£




PATTERN: REBEL
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PATTERN: ABSOLUTE



PATTERN: EUPHORIA

PATTERN: JUST







FINISHINGS

PADDED PADDED STITCHED
All shapes and dimensions All shapes and dimensions

FLAT FLAT STITCHED
All shapes and dimensions All shapes and dimensions

35



SHAPES & DIMENSIONS
ESSENTIAL COLLECTION
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20cm |7,87"-30cm | 12"

30cm| 12"

SHAPES & DIMENSIONS

30cm | 12"

ORGANIC COLLECTION
30cm| 12"

20cm | 7,87"

20 cm

7,87"-30cm | 12" 18cm | 7"

2mm 4mm 8mm

0,08"

BASE THICKNESS
Flat - Flat Stitched

0,16" 0,32" 0,40"

10mm 15mm 19mm|2mm 4mm 8mm 10mm 15mm 19 mm

BASE THICKNESS
Padded - Padded Stitched

060" 0,75" |0,08" 0,16" 0,32" 040" 0,60" 0,75"
+ foam + foam + foam + foam + foam + foam
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PATTERNS
ORGANIC COLLECTION
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PATTERNS
ORGANIC COLLECTION
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PATTERNS
ESSENTIAL COLLECTION
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MATERIALS

SYNTHETIC LEATHERS

z

MIYABI CASA

SYNTHETIC LEATHERS

GENUINE LEATHERS

ZZ

MIYABI CASA

GENUINE LEATHERS




PARTICULAR CONDITIONS

Unique-piece: Our leather tiles are a hand assembled product that due to their custom nature each tile is a unique piece.

Minivum ORDER

Miyabi casa standard designs/measures/materials — 3 m2|30 sqft.

Custom designs from 10 m2 | 100 sqft.

OVERAGE

We suggest at least 10% minimum overage for any project.

LEAD-TIME

Miyabi casa standard designs/measures/materials 4-6 weeks

Custom designs 4-12 weeks to be confirmed once raw material and project approved.

DURABILITY - DESTINATION

Our tiles has been tested for long lasting and heavy-duty contract solutions.

Due to our base material and components and tile structure and depending on the leather choice, they can be used for residential as well as hospitality, aviation or
marine destinations, even on washrooms or powder rooms with no direct or constant contact with water like basins or showers.

Fire BEHAVIOUR

Our tiles components are made of self extinguishing materials following EN-13501 B-S3, DO Classification, using leathers approved FR BS-5852, EN-1021 and some
up to Crib5, suitable for almost any comercial destination; ask for further details based on your choice and project. Always check product specs sheet before
making your choice.

ACOUSTIC PROPERTIES

The material dampens noise and contributes to restful acoustics in residential buildings, industrial premises and public spaces. Due to tile structure, components
and leather choice, acoustic properties may be improved.

CUSTOM TILES

We offer a wide range of raw materials, shapes and patterns to produce infinite tiles combinations.

However, we produce custom tiles upon customer request making each project completely unique and exclusive.

Tile shapes, measures and patterns offered as standard can be re-scaled to fit your wall. Just select your preferred pattern and provide the dimension of the space.
Our developing team will scale the design to fit your wall expanding or shrinking the tiles and patterns accordingly.

ONE-TIME USE

Our leather tiles collection is a one-time use product and should not be applied multiple times to a wall surface, hence, quality of the product will not be
guaranted after its first application.

Since our tiles are a permantent wall application, once fixed on the wall, Miyabi casa will not be responsable for any damage that may happen in case of taking
down the tiles including damages to the walls, sorrounding surfaces and tiles itself.

REASONABLE VARIATIONS

Due production process, different raw materials types and tile components, each tile is subject to reasonable variations.

CLAIMS AND RETURNS

Check all products for pattern, color, quantity and any other aspect before installation. Miyabi casa will not accept claims or returns once the product was applied
on the walls.

Should you have any question, contact us inmediately for further instructions.

Important: Claims for labor charges and any consequential damages will not be allowed under any condition. Please do check our general conditions and
installation guide and suggestions before proceeding.

RETURNS POLICY

All our sales are final.

We strongly recommend to inspect all the tiles once received and before installation.

Only products with manufacturing faults can be returned or replaced with previous written consent from Miyabi casa.

Unauthorized returns will be refused at the customer’s expense.

Tiles that have been installed on a wall will not be accepted to return under no circumstances.

CONDICIONES PARTICULARES

Una pieza Unica: Nuestras baldosas de piel son un producto ensamblado a mano que, debido a su naturaleza personalizada, cada baldosa es Unica.

PEDIDO MiNIMO

Disefios / medidas / materiales standard de Miyabi casa, -3 m2 | 30 pies cuadrados.

Disefios personalizados desde 10 m2 | 100 pies cuadrados.

CANTIDAD EXTRA

Sugerimos al menos un 10% de excedente como minimo para cualquier proyecto.

TIEMPO DE PRODUCCION

Disefios / medidas / materiales estandar de Miyabi casa 4-6 semanas.

Disefios personalizados 4-12 semanas a confirmar una vez que la materia prima y el proyecto hayan sido aprobados.

DURABILIDAD - DESTINO

Nuestras baldosas han sido probadas para soluciones duraderas y resistentes en el mercado de contract.

Debido a nuestro material de base, componentes y la estructura de la baldosa y dependiendo de la eleccion de la piel, pueden utilizarse para destinos residencia-
les, contract, aviacion o marinos, incluso en banos o toiletes sin contacto directo o constante con el agua como lavabos o duchas.

COMPORTAMIENTO AL FUEGO

Nuestros componentes de baldosas estan hechos de materiales autoextinguibles siguiendo la norma EN-13501 B-S3, DO, con pieles aprobados por la norma FR
BS-5852, EN-1021 y algunos casos hasta Crib5, adecuados para casi cualquier destino comercial; solicite mas detalles segun su eleccién y proyecto.

Siempre verifique la hoja de especificaciones del producto antes de hacer su eleccion.

PROPIEDADES ACUSTICAS

El material amortigua el ruido y contribuye a una acustica relajante en edificios residenciales, locales industriales y espacios publicos.

Debido a la estructura de la baldosa, los componentes y la eleccién de la piel, las propiedades acusticas pueden mejorarse.

BALDOSAS PERSONALIZADAS

Ofrecemos una amplia gama de materias primas, formas y patrones para producir combinaciones infinitas de baldosas.

Sin embargo, producimos baldosas personalizadas a peticién del cliente, lo que hace que cada proyecto sea Unico y exclusivo.

Las formas, las medidas y los patrones de las baldosas que se ofrecen como estandar se pueden cambiar para adaptarse a su pared. Simplemente seleccione su
patrén preferido y proporcione la dimensién del espacio. Nuestro equipo de desarrollo escalaré el disefio para adaptarlo a su pared expandiendo o encogiendo
las baldosas y patrones ajustando a su proyecto.

UN s6LO Uso

Nuestra coleccién de baldosas de piel es un producto de uso Unico y no debe aplicarse varias veces a la superficie de la pared, por lo tanto, la calidad del
producto no se garantizaré después de su primera aplicacion.

Dado que nuestras baldosas son de aplicacién permantente, una vez fijadas en la pared, Miyabi casa no sera responsable de ningin dafo que pueda ocurrir en
caso de quitar las baldosas incluyendo dafios a las paredes, las superficies circundantes y las baldosas mismas.

VARIACIONES RAZONABLES

Debido al proceso de produccién, diferentes tipos de materias primas y componentes de las baldosas, cada baldosa esté sujeto a variaciones razonables.
RECLAMACIONES Y DEVOLUCIONESO

Verifique todos los productos una vez recibidos, el disefio, color, cantidad y cualquier otro aspecto antes de la instalacion.

Miyabi casa no aceptaré reclamaciones o devoluciones una vez que el producto se haya aplicado en las paredes.

Si tiene alguna duda o pregunta, contactenos inmediatamente para recibir mas instrucciones.

Importante: no se admitiran reclamaciones por costes de mano de obra y dafios resultantes bajo ninguna condicion. Consulte nuestras condiciones generales,
guia de instalacion y sugerencias antes de proceder.

PoLiTICA DE DEVOLUCION

Todas nuestras ventas son finales.

Recomendamos inspeccionar todas las piezas una vez recibidas y antes de la instalacién.

Solo productos con defectos de fabricacién pueden ser devueltos o reemplazados con el consentimiento previo por escrito de Miyabi casa.

Las devoluciones no autorizadas seran rechazadas a expensas del cliente.

Las baldosas que se han instalado en una pared no seran aceptadas en devolucién bajo ninguna circunstancia.
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INSTALLATION GUIDE

SELF ADHESIVE TAPE - PEEL AND STICK

Just grab your tile, peel, stick and hold for a while for permanent adhesion.

- Sort the tiles with self adhesive tape to help you apply them easy direct to the wall.

-Since self adhesive is very strong and one-time use, do not press the tile to the wall until you are certain that perfect placement has been achieved. Each time the
adhesive touches a surface, tile re-positioning or reaplication, the strenght of the adhesive deteriorates itself, a new adhesive layer should be used.

- Press the tile firmly against the wall for a couple of minutes to activate the adhesive and create a permanent bond.

DIRECT CONTACT GLUE
Although our self adhesive tape should be enough for a permanent installation, depending on final destination wall surface and environment conditions, we
recommend to use contact glue for a perfect and long lasting adhesion.

- Simple apply the contact glue with a spray gun, scrapper or brush on both surfaces, wall and backside of the tile.
- Wait few minutes until the glue becomes tacky.
- Place the tile carefully on the wall and hold it for a while until if full adheres, pressing firmly all sides of the tile.

(GENERAL INSTALLATION GUIDE - HANDLING INSTRUCTIONS - RECOMMENDATIONS

Installing and checking wall surface

- Peel, stick and press each tile firmly against the wall for a while to activate the adhesive and make a strong bond, otherwise a weak bond may occur.

- Apply tiles only on smooth, flat, rigid, non-flexible surfaces.

- Repair cracks, fill joints and wall imperfections to get a flat, even surface.

- Wall surface must be clean of debris, dust, moisture or any other materials.

- Remove any loose, flaking paint and/old wall coverings before installing.

- Paint must be completely dried before atempting to fix the tiles. Consider that dark coated paints take longer to set.

- Color the wall surface matching the tiles in order to mask any peek-through associated with tiles.

- Draw sketch lines on the wall based on tiles measurements and place each tile on its place following the design/pattern, do not rely on just butting tiles
together.

- Unpack your tiles once arrived for inspection and do not keep in storage for long period of time. Any question after checking, please contact us inmediately.

- Avoid using the product with direct sunlight or moisture contact. Although most of our materials are strong enough to work under different conditions, it is not
guaranteed against fading or discolor.

- Do not stack padded tiles or place heavy objects on top of tiles, it may damage the leather and/or tile structure.

- Arrange the tiles on the floor before installing on the wall.

- Follow our easy installation guide to help prevent damages to the tiles and any other sorrounding area.

GENERAL CARE AND MAINTENANCE
Our tiles do not require a specific care and maintenance, but a regular cleaning with mild brushes or soft clothes, just to take out dust from the surface to help a
long lasting of the product.

Leather and synthetic leather are easy to clean on most of the everyday stains, always following technical specifications of the raw material used. Please inquire for
detailed recommendation on the material and type of stain to remove.

GUIA DE INSTALACION

CINTA AUTOADHESIVA - RAPIDA Y FACIL APLICACION

Simplemente toma su baldosa, tire del papel protector, pegue y mantenga un rato para una adhesion permanente.

- Clasifique las baldosas con cinta autoadhesiva para ayudarlo a aplicarlas directamente a la pared.

-Puesto que el autoadhesivo es muy fuerte y se usa una sola vez, no presione la baldosa contra la pared hasta que esté seguro de que se ha logrado una
colocacion perfecta. Cada vez que el adhesivo toca una superficie, el reposicionamiento o la reaplicacién de la baldosa, la resistencia del adhesivo se deteriora,
se debe usar una nueva capa adhesiva.

- Presione la baldosa firmemente contra la pared por un par de minutos para activar el adhesivo y crear un pegado permanente.

COLA DE CONTACTO DIRECTO
Aunque nuestra cinta autoadhesiva debe ser suficiente para una instalacion permanente, dependiendo de la superficie de la pared y las condiciones del entorno,
recomendamos utilizar pegamento de contacto para una adhesion perfecta y duradera.

- Aplique el pegamento de contacto con una pistola de pulverizacion, espatula o pincel en ambas superficies, la pared y la parte posterior de la baldosa.

- Espere unos minutos hasta que el pegamento se vuelva pegajoso.

- Coloque la baldosa con cuidado en la pared y sosténgala por un momento hasta que se adhiera por completo, presionando firmemente todos los lados de la
baldosa.

GUIA DE INSTALACION GENERAL - IMANIPULACION - RECOMENDACIONES

Instalacion y comprobacion de la superficie de la pared.

- Quite el papel protector del adhesivo, pegue y presione firmemente cada baldosa contra la pared para activar el adhesivo y forzar una adhesion fuerte, de lo
contrario puede producirse un pegado débil.

- Aplique las baldosas solo sobre superficies lisas, planas, rigidas, no flexibles.

- Repare las grietas y las imperfecciones de la pared para obtener una superficie plana y pareja.

- La superficie de la pared debe estar limpia de residuos, polvo, humedad o cualquier otro material.

- Retire cualquier pintura suelta, descamada y revestimientos de paredes viejas antes de la instalacion.

- La pintura debe estar completamente seca antes de instalar las baldosas. Considere que las pinturas con recubrimiento oscuro tardan mas tiempo en fraguarse.
- Pinte la superficie de la pared haciendo coincidir con el color de las baldosas para enmascarar cualquier pequena imperfeccion asociada con las baldosas y su
colocacion.

- Dibuje lineas en la pared en funcién de las medidas de las baldosas y coloque cada pieza en su lugar siguiendo el disefio y patrén, no confie sélo en unir las
piezas.

- Desempaque las baldosas una vez recibidas para su inspeccion y no las guarde durante un periodo prolongado. Cualquier consulta una vez verificado,
contactenos inmediatamente.

- Evite utilizar el producto con luz solar directa o en contacto con humedad. Aunque la mayoria de nuestros materiales son lo suficientemente fuertes como para
funcionar en diferentes condiciones, no est4 garantizado contra la decoloracién o destefido.

- No apile baldosas acolchadas ni coloque objetos pesados sobre las baldosas, ya que podria danar la estructura de la piel o las baldosas.

- Ordene las baldosas en el suelo antes de instalarlas en la pared.

- Siga nuestra guia de instalacion répida para ayudar a prevenir dafnos a las baldosas y cualquier otra area circundante.

CUIDADO GENERAL Y MANTENIMIENTO
Nuestras losetas no requieren un cuidado y mantenimiento especifico, sino una limpieza regular con cepillos suaves o panos, solo para quitar el polvo de la
superficie y ayudar a una larga duracién del producto.

La piel y la piel sintética son faciles de limpiar en la mayoria de las manchas cotidianas, siempre siguiendo las especificaciones técnicas de la materia prima
utilizada. Por favor, solicite una recomendacion detallada sobre el material y el tipo de mancha para eliminar.
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WALL COVERINGS

MIYABI CASA
WALL COVERINGS

MATERIALES FRENTE REVERSO INTERIOR (sélo efecto Padded)
MATERIALS FRONT BACKING INSIDE (only Padded effect)
COMPOSICION Pieles sintéticas y naturales Polimero de cloruro de vinilo Polimero de poliuretano
COMPOSITION Synthetic and natural leathers Base Polymer Polyvinyl chloride PVC Polyurethane polymer
ESPESOR
THICKNESS 2-4-8-10-15-19 mm 4 mm

Water Absorption: 0.10%
Water Solubility: Insoluble
Tensile strength at yield 13MPa
Modulus of Elasticity 0.9MPa
Flexural Strength 27MPa
Elongation at break 13%
Impact Resistance (CHARPY)15kj/m2
Impact Resistance (IZOD) 9MPa
Shore Hardness 30-40

Water Solubility: Insoluble
Flash ignition point: Between 315°C to 370°C
Decomposition temperature:Above 180°C
Thermal energy: 28.000 KJ/kg
Stability and reactivity: The product is stable
at temperatures between - 40°C and + 100°C|

FIRE BEHAVIOUR
Self Extinguishing Material

Contraportada Test EN 13501 - B- S3, DO Classifica-
muestrarios

Auto-ignition point (ASTM D 1929)
Between 370°C to 427°C

ESPECIFICACIONES

TECNICAS Back cover ) ENVIRONMENT _ '
TECHNICAL samplers PVC is recyclable and complies with B
SPECIFICATIONS Rng .
SYNTHETIC LEATHERS and Reach Directives

SOUND-ABSORBENT
The material dampens noise and
contributes to restful acoustics -
in residential buildings, industrial
premises

&

GENUINE LEATHERS

THERMAL PROPERTIES
Vicat Softening Temperature 730C
Heat Deflection Temperature @1.8MPa 5800
Coefficient of Linear Expansion 4.47x10-5
Thermal Expansion 0.06W/mK
Service Temperature -20°C to +60°C

ELECTRICAL PROPERTIES
Surface Resistivity (ohms) 1014 Q
Volume Resistivity 1015 Q -
Dielectric Strength 1,56

Limpiar periédicamente con pafio seco y aspirar con cepillo suave.
Pafio blanco con solucién de jaboén neutro y agua templada.
LIMPIEZA No frotar la mancha. No usar solventes.
CLEANING Clean with soft cloth and vacuum often with a soft brush.
White cloth with a solution of neutral soap and warm water.
Do not rub with pressure. Do not use solvents.

uso

RESIDENTIAL HOSPITALITY MARINE  CONTRACT AVIATION

Las caracteristicas técnicas y el colorido del muestrario son indicativos, no pudiendo garantizar la constancia de las tonalidades entre diferentes
partidas.
Consecuentemente todas las 6rdenes implican la aceptacion de las tolerancias mencionadas.
Miyabi casa controla continuamente la fiabilidad de las caracteristicas técnicas, aunque no se debe considerar este catdlogo como guia infalible de las
especificaciones actuales.
Technical features and sampler colors are illustrative, there may be slight color shade variations from batch to batch. Therefore all orders involve
acceptance of above mentioned tolerance.
Miyabi casa continously checks the reliability of thecnical features, although this catalogue should not be considered a guaranteed guide of current
specifications.
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MIYABI CASA
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